
Online colour calibration - Due to individual computer monitor limitations, on-screen colours may not accurately reflect real colour shade.
Before placing any orders, please check with REPI experts.
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PET CLEAR R-PET CLEAR R-PET + AY 00015 R-PET + AY 00201 

PET CLEAR + 
PE 1%

PET CLEAR + 
PE 1% +

WHITE 10013

PET CLEAR + 
YELLOW 20396

R-PET  +
YELLOW 20396

LIQUID COLOURS FOR PET EXTRUSION
PET and r-PET extruded sheets can be coloured with the liquid technology by adding a limited amount of colour directly into the extruder to get 

uniform colouration, excellent dispersion and surface protection



Solid MB Solid MB Solid MB Solid MB Solid MB

Liquid MB Liquid MB Liquid MB Liquid MB Liquid MB

YELLOW TR 20397
LDR 0,04%

YELLOW MB  
LDR 0,8%

ORANGE TR 30259
LDR 0,045%

ORANGE MB  
LDR 1,0%

BLUE MB  
LDR 0,8%

BLUE TR 60674
LDR 0,035%

AMBER TR 80889
LDR 0,25%

AMBER MB  
LDR  1,0%

Online colour calibration - Due to individual computer monitor limitations, on-screen colours may not accurately reflect real colour shade.
Before placing any orders, please check with REPI experts.
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LIQUID COLOURS FOR PET EXTRUSION
PET and r-PET extruded sheets can be coloured with the liquid technology by adding a limited amount of colour directly into the extruder to get 

uniform colouration, excellent dispersion and surface protection



Solid MB Solid MB Solid MB Solid MB Solid MB

Liquid MB Liquid MB Liquid MB Liquid MB Liquid MB

GREEN FL 70725 
LDR 0,35%

BROWN 80827
LDR 0,8%

GREEN 70724
LDR 1,0%

ORANGE MB
LDR 2,0%

GREEN FL  
LDR 1,0%

BROWN MB  
LDR  2,0%

GREEN MB  
LDR 3,0%

ORANGE 30261
LDR 1,2%

Online colour calibration - Due to individual computer monitor limitations, on-screen colours may not accurately reflect real colour shade.
Before placing any orders, please check with REPI experts.
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LIQUID COLOURS FOR PET EXTRUSION
PET and r-PET extruded sheets can be coloured with the liquid technology by adding a limited amount of colour directly into the extruder to get 

uniform colouration, excellent dispersion and surface protection



THANK YOU
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repi.com
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REPI LLC
Dallas, NC 28034 - USA
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